
ROE DEMOLITION CHECKLIST
GENERAL REQUIREMENTS TRANSITE NON-TRANSITE COMMENT

MDEQ Inspector
in vicinity (blocks) Yes Yes Must be a State Certified Asbestos Supervisor

Training Yes/OSHA(8-hr) Yes/MDEQ (awareness) For supervisors and responsible
employees (i.e. QA/QC)

Wetting Yes Yes Before and during demolition
Keep wetted for transportation

Disposal Pecan Grove Pecan Grove Landfill

PPE required Yes Yes Hard Hat, Safety boots/glasses

Tyvek Suit Yes No Dispose of with the demolition debris

Respirator with HEPA Yes No Magenta-colored filter
Filter

Air Monitoring Yes No Personal samples for negative
exposure assessment. Contractor
is responsible.

Medical Yes No Baseline Medical and Repirator Clearance

Truck Lining No No

Tarping Yes Yes

Labeled Yes Yes "Danger Asbestos Dust Hazard, Cancer and
Lung Disease Hazard, Authorized
Personnel Only"

Shipment Records Yes Yes Signed by contractor

Demolition Practices Yes Yes Must follow MDEQ"Good Imminent
to Reduce Breakage Collapse Danger Demolition Practices", and EM 385-1-1

and OSHA
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SPECIFIC SAFETY REQUIREMENTS TRANSITE DEMOLI (T= Transite NT=non-transite)
Personal Protective Equipment (PPE) i.e. tyvek suit, respirator with HEPA filter, (Class II protection)
other PPE as required (i.e. hard hat,safety boot/glasses, hearing protection, etc.)

TRANSITE ONLY
1.Tyvek suits and respirators with HEPA filters (magenta-colored filter) must be worn by all workers in the exclusion Zone (EZ)
i.e. the EZ may be the actual perimeter of the structure (operators of loader and bocat/dozer in EZ)

Respirator Use Requirements (TRANSITE)

1. The user must be medically cleared to wear a respirator
2. The user must be fit tested

3. The user must be trained to use a respirator 4. The contractor must
have a written respiratory protection program
Work Practices

1. The material must be wetted before and during demolition, and maintained wetted for transportation T/NT
2. There should be no visible dust T/NT
3. Respirator users must be clean shaven. T
4. Tyveks removed and disposed of with debris T
5. Do not allow sightseers, visitors on site once demolition begins T/NT
6. No Smoking in the EZ during demolition T
7. Follow good hygiene practices T/NT
8. Water trucks remain on site with adequate water T/NT

Negative Exposure Assessment (personal monitoring for asbestos exposure) TRANSITE ONLY

1. The contractor must conduct a negative exposure assessment through the  placement of personal monitors
on the dozer or Bobcat operator. The negative exposure assessment is only   valid if work practices remain
consistant between crews and ROE locations

Demolition BEST PRACTICE FOR BOTH T AND NT

1. Knock down structures wall by wall folding it in on itself to minimize breakage of transite materials (MDEQ) 2.
Move debris in a way to minimize damage i.e. avoid equipment running over transite debris to cause breakage 3.
EM 385-1-1 and OSHA Demolition standard
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